
                                           

OBS-EX1080CPS 

1080P CCTV AHD Surveillance Bullet Camera                          

Feature:  

• AHD output 

• 1/2.8" 2.0 Megapixel CMOS 

• 2pcsΦ35 Array leds 

• 30-35m IR distance range 

• Vari-focal 2.8-12mm HD lens 

• 25/30 frame full real time   

• Non coding compression, High Efficiency, without delay real-time transmission       

• Up to 500 meters lossless transmission with 75-3 coax  

Parament 

Item 2.0MP HD-AHD Waterproof IR CCTV Video Monitoring Camera 

Model OBS-EX1080CPS 

Sensor 1/2.8" 2.0 Megapixel CMOS 

Output Resolution low lux ,1920(H)×1080(V) 

Day and Night Mode IR-CUT auto switching 

Minimum Illumination 0.000LUX/F1.2(Led on) 

IR LEDs 2pcsΦ35 Array leds 

IR Distance 30-35m 

Effective pixel 
PAL :  1920*1080@30fps 

NTSC :  1920*1080@30fps 

Signal System PAL/NTSC 

Video Standard  AHD and CVBS Standard 

Video Output 1CH AHD HD/CVBS Standard Singal Output(Switchable) 

Lens 2.8-12mm HD 3.0megapixel lens  

BLC Off/Low/Medium/High/Highest 

White Balance Auto White Balance 

HLC support 

Working Temperature  -10 degree~+60 degree 

 


